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ABSTRACT: The amount of fresh water used in hydraulic
fracturing can be significantly reduced by employing produced
water-compatible supercritical CO2 (scCO2) foams. Foams
generated using surfactants only have suffered from long-term
stability issues resulting in low viscosity and proppant-carrying
problems. In this work, foam lamella stabilization with
polyelectrolyte complex nanoparticles (PECNPs) and worm-
like micelles (WLMs) is investigated. Electrostatic interactions
are studied as the defining factors improving the hydraulic
fracturing performance using the PECNP system prepared in
produced water. Two oppositely charged polyelectrolytes are
investigated to generate a more stable lamellae between the
aqueous phase and the scCO2 while degrading in the presence
of crude oil. The generated dry foam system is used as a hydraulic fracturing fluid in a tight shale formation. The strong
compatibility of the synthesized PECNPs with zwitterionic surfactants prepared in highly concentrated brine in the form of
wormlike micelles above critical micelle concentration (CMC) helps develop a highly viscous, dry foam capable of using
produced water as its external phase. This foam system improves fracture propagation and proppant transport fracture cleanup
compared to the base case foam system with no PECNPs. The formation of PEC−surfactant nanoparticles was verified via zeta
potential, particle size analysis, and transmission electron microscopy; the underlying mechanism was identified as electrostatic
rearrangement of WLMs along the PECNP’s perimeter or formation of electrostatically bonded micelles with the nanoparticle
to create a new enhanced nanoparticle. A Raman spectroscopic model was developed to understand the PECNP−surfactant
spectra and subsequent spectroscopic and hence structural changes associated with complexation. Enhanced bulk viscosity and
improved foam quality as a result of complexation at the interface was identified with rheometry in addition to sand pack
experiments with PECNP−surfactant ratios of 1:9 and 4:6 in 33.3 kppm and 66.7 kppm salinity brine systems, respectively.
Enhancement in the shear thinning and cleanup efficiency of the fracturing fluid was observed. Formation damage was
controlled by the newly introduced mixtures as fluid loss volume decreased across the tight Kentucky sandstone cores by up to
78% and 35% for scCO2 foams made with PECNP−WLMs in 33.3 and 66.7 kppm salinity brine, respectively. The produced
water compatibility and reduction of water disposal presented the prospect of environmentally friendly scCO2 foams for
hydraulic fracturing of unconventional reservoirs.
1. INTRODUCTION
Unconventional oil and gas resources are under increasing
demand because of the rapid climb in energy consumption,
technological advances, and depletion of easy-to-produce
conventional resources. Prospects of unconventional technol-
ogies such as hydraulic fracturing and directional drilling
represent a future energy portfolio and a game-changing
production technique that outperforms conventional drilling
methods to stimulate shale and tight hydrocarbon reservoirs.1,2
First introduced into commercial practice in 1947 and
effectively combined with horizontal drilling in the late
1990s, hydraulic fracturing is the most enduring technology
ever developed to enhance gas and petroleum liquid
production from low-permeability formations (permeability
less than 1 mD and below 15% porosity).2−4 Upon fracture
creation, the pressurized fluid carrying the proppant is injected
to the fractured reservoir to keep the fracture propped open
and to let the hydrocarbons flow from the fractures to the
producing well and surface.5 Hydraulically fractured oil and gas
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wells are typically located near drinking water resources; thus,
the water cycle process could influence the quality of drinking
water in different stages, from water withdrawal and chemical
mixing of fracturing fluids to water disposal and reuse of
produced water.6 The impact could have negative consequen-
ces on areas of lower water availability, in terms of
groundwater and surface water quality,7 spill management,8
fracturing pad leakage,9 high cost of water disposal,4 excessive
water withdrawal, and water contamination.6 As large amount
of fresh water, groundwater, or surface water (about 5.7 million
L between 2011 and 20136) are used for hydraulic fracturing, a
water management strategy within the fracturing process can
reduce the frequency of severity of impacts on earthquakes and
drinking water and expenses associated with water treatment.
Low initial water saturation in the majority of tight shales
makes water blocking, caused by injection of water-based
fluids, a more effective mechanism in decreasing perme-
ability.10,11 Water trap due to capillary retention,10 costly
pressure drawdown to recover the water,12 and abundance of
water-sensitive formations13 highlight the importance of
waterless fracturing techniques that are capable of carrying
proppants4 while maintaining the fracture conductivity using
the least amount of water.
The development of “water-less” fracturing fluids in the form
of foams containing stabilizers such as nanoparticle and
surfactants introduces a viable solution for water-sensitive
formations.14 Foams, as a predominant dispersion of gas in
liquids, are promising candidates to address the issue with
variable amounts of water and at least one compressible
component, such as CO2 or N2, within the composition.
3 CO2
is abundant, nonflammable, and nontoxic, and CO2 emission
into the atmosphere prompts the efforts for effective capture
utilization and storage (CCUS).15,16 The low density and
viscosity of CO2 enhance the propagation in low-permeability
reservoirs; however, there exist issues reported with ice
formation17 and challenges in storage18 and filtration of liquid
CO2-based fracturing fluid.
4 CO2 storage in the dense phase is
performed in the supercritical state where the fluid is held
above the critical point (31.1 °C and 7.4 MPa).19 scCO2 offers
properties such as enhanced rates, improved mass transfer, and
increased selectivity20 between the CO2 gas (diffusivity) and
CO2 liquid (density), indicating a prime candidate for
fracturing.21,22
To enhance the compatibility of scCO2 with the water
phase, a variety of methods have been proposed. The presence
of adsorbed surfactant layers stabilizes the lamellae between
the scCO2 and the aqueous phase,
23 taking advantage of
electrostatic repulsion between the two faces of the lamellae.24
Likewise, increasing the surfactant concentration under the
influence of electrolyte concentration would help with
formation of a long-range electrostatically ordered micro-
structure on the thin liquid films and the bulk of the lamellae
to inhibit foam film drainage (stratification).25 Formation of
viscoelastic lamella stabilizes the gas-in-water foams by
suppressing the gravity drainage, lamella thinning, and
eventually Ostwald ripening.22
Nanoparticles5 were found to overcome the challenges
associated with surfactant adsorption on reservoir rocks,4
thermal conductivity,26 fluid loss,27 water invasion,28 fluid
propagation in porous media,5,29 and pore throat plugging30 to
achieve proper fracture width and height.4 Polyelectrolytes are
widely used charged polymers compatible with aqueous
solutions while being useful for adsorption,31 ionic con-
duction,32 ultrafiltration,33 and controlled release.34 Branched
polyethylenimine (PEI) with different types of cationic amine
functionality is capable of polyelectrolyte complex nanoparticle
(PECNP) formation in electrostatic complexation with dextran
sulfate (DS) comprising anionic sulfonate functionality in an
adjusted pH medium.3 In this work, electrostatic interaction
between polyelectrolyte complex nanoparticles with entangled
wormlike micelles (WLMs) of a viscoelastic surfactant (VES)
is investigated to eliminate fluid loss issues, to improve the
viscosity of VES-based fluids, and to enhance the proppant
suspension capabilities. To understand the underlying
mechanism of synergistic electrostatistic complexation between
surfactant and polymer in the bulk lamella mixture, Raman
spectroscopy was employed. In order to tailor ionic activity of
surfactants and to decrease the rate of lamellae drainage,
polyelectrolyte complex nanoparticles were developed by our
group for both enhanced oil recovery (EOR), reservoir
treatment, and hydraulic fracturing applications.3,34−38 Inter-
actions between the polyelectrolytes and oppositely charged
sites on the surfactant create a variety of different colloidal
systems with liquid crystalline-like mesostructured and long-
range order on nanometer scale. The supercharged and stable
nano aggregates in high-salinity produced water are capable of
stabilizing the CO2−water interface to resist against the shear
around the wellbore, to carry the proppants to the fracture, and
to reduce leak-off in tight formations. The stability of
optimized proportions of PECNP−surfactant in high-salinity
brine improves the viscosity, elasticity, and fracture con-
ductivity, whereas rapid oil instability is offered through oil
spreading through the lamella.
2. MATERIALS AND METHODS
2.1. Material Synthesis and Preparation. High-salinity
brine was synthesized according to the procedure introduced
by Hosseini et al.3 The Mississippian limestone play (MLP)
recipe contains aqueous solution of more than 202 848 ppm
total dissolved solids consisting of CaCl2·2H2O (Fisher
Chemical, certified ACS), MgCl2·6H2O (Fisher Chemical,
certified ACS, crystalline), SrCl2·6H2O (Fisher Science
Education, lab grade), Na2SO4 (Fisher Chemical, certified
ACS, granular) NaCl (Fisher Chemical, certified ACS,
crystalline), and KCl (Fisher Chemical, potassium chloride
for calomel cells, crystalline). The salts were added to reverse
osmosis and deionized water (RO- DI- water). The salt type
and concentration in MLP brine are shown in Table 1. The
Table 1. Mississippian Limestone Play Brine Composition (Original and Laboratory Concentrations)
elements
MLP Ca Mg Na K Cl Sr, Fe, Mn, SO4, etc. total
nominal concentration concentration (mg/L) 12 780.4 2 601.1 64 779.4 374.9 120 630 1 482.6 202 648.4
synthesized MLP salt NaCl Na2SO4 KCl MgCl2·6H2O SrCl2·6H2O CaCl2·2H2O total
lab concentration concentration (mg/L) 163 661 1 224 715 21 759 1 535 46 886 235 780
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highly concentrated brine synthesized according to the
laboratory recipe adopted from the original MLP recipe
(202 848 to ∼200 000 ppm) was then diluted to 66 666 ppm
(3×) and seawater level 33 333 ppm (6×) nominal
concentrations.
Zwitterionic surfactant HDP-0761-12-2AM was provided by
Harcros Chemicals Inc. The surfactant structure was designed
for optimum ionic activity in the form of short-chain aliphatic
molecules with positive amine and negative sulfonate func-
tional groups. The main ingredients in the form of solvent and
additive to the surfactant solutions are listed in Table S1.
The surfactant was dissolved in 33.3 and 66.7 kppm brines
to form 1 w/w % reference solutions. Polyelectrolyte complex
nanoparticles (PECNP) were prepared according to the
procedure developed by Barati and co-workers.3,36,37 Branched
polyethylenimine (PEI) was obtained from Sigma-Aldrich with
an average molecular weight of 25 000 g/mol, 1.03 g/mL
density at 25 °C, and corresponding viscosity ranging between
13 000 and 18 000 cP at 50 °C. DS was provided from Sigma-
Aldrich with 500 000 g/mol molecular weight. PEI and DS
were separately dissolved in high-salinity brines with 1 w/w %,
and the pH for the PEI solution was lowered to 8.5 by addition
of 6 N HCl3,37 (Figure S1 in the Supporting Information). The
solution of 1 w/w % DS in high-salinity brine was prepared,
and PEI and DS solutions were mixed accordingly. The mixing
ratio of PEI to DS to the diluting brine solution
(PEI:DS:brine) was chosen to be 3:1:0.1 to make positively
charged nanoparticles. This ratio was developed based on
previous observations with zeta potential and particle size
measurements.35,36 The nanoparticle solution was mixed with
surfactant solutions (1 w/w %) in both 33.3 kppm and 66.7
kppm brine systems for 20 min to form the PECNP/surfactant
complexation with different mixing ratios of PECNP:surfactant
(1:9, 2:8, 3:7, and 4:6). The concentration of the surfactant
remains constant in mixing with nanoparticles (1 w/w %). The
foaming solution was later mixed with air (50 v/v %) or scCO2
(90 v/v %) in inline mixers at 40 °C to form the actual foam.
2.2. Fourier Transform-Infrared (FT-IR) Spectroscopy.
The chemical functional groups on the surfactant molecules
were examined with a Spectrum 400 FT-IR spectrometer
(PerkinElmer, Waltham, MA) equipped with two temperature-
stabilized deuterated triglycine sulfate detectors. A small
aliquot of liquid sample was deposited onto the diamond
crystal top plate of an attenuated total reflection (ATR)
accessory (GladiATR, Pike Technologies, Madision, WI). Sixty
scans were coadded over the range of 4000−650 cm−1 with a
spectral resolution of 4 cm−1. Air was taken as the reference for
the background before each sample. After acquisition of each
spectrum, the ATR plate was cleaned in situ by ethanol
solution three times and allowing it to dry. No residue from the
previous sample was observed in subsequent background
spectra and when compared to the previous background
spectra. In addition, an atmospheric correction routine was
performed for CO2/H2O suppression by the Spectrum
software (PerkinElmer, Waltham, MA). The results are
shown in Figure S2.
2.3. Dynamic Light Scattering. The hydrodynamic
diameter of ionic particles was measured by dynamic light-
scattering measurement, through the average of three readings
using a NanoBrook Omni particle sizer and zeta potential
analyzer by Brookhaven Instruments. The pH of colloidal
solutions, density and viscosity of each sample, and mean
particle diameter were employed for determining the zeta
potential. For the zeta potential measurements, the samples
were diluted 20 times in background electrolyte of 1 mM KCl,
where the average of three readings were considered for
Figure 1. Process flow diagram for interfacial tension analysis setup.
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analysis on the NanoBrook Omni. The standard 35 mV red
diode laser with nominal 640 nm wavelength was employed to
detect the size range, size distribution, and electrophoretic
mobility using the Smoluchowski model.
2.4. Air Foam Stability Measurements. The exper-
imental setup was designed to quantify bulk foam height as a
function of time to determine the aqueous foam stability. The
predetermined amount (10 mL) of foaming solution
comprising different proportions of PECNP to surfactant
(PECNP:surfactant of 1:9, 2:8, and 3:7) was transferred to 20
mL vials for primary foam decay analysis. The sealed and
scaled vial containing the 50% mixture with air was heavily
agitated almost 30 times for perfect mixing of air and liquid.
The scaled vial was placed and kept in an oven with a constant
temperature of 40 °C (Figure S3). A camera was set inside the
oven, and the air foam height in the vials was recorded every
minute.
2.5. Interfacial Tension Analysis. The scCO2 interfacial
tension in high-salinity brine containing surfactants and
PECNP was measured according to the axisymmetric drop
shape analysis of pendant drop by a tensiometer at pressures
and temperatures in which CO2 is in supercritical conditions.
The scCO2 bubble is formed on the tip of a stainless steel
capillary in a high-pressure chamber (1330 psi) filled with
PECNP−surfactant solution while the isothermal temperature
of 40 °C was maintained by applying thermal jackets around
the pipes and chamber. The DROPimage software and high-
resolution camera were employed to measure the surface
tension for each bubble in dynamic mode for 1 h. A minimum
of three runs for each sample was recorded. A schematic of the
employed tensiometer in this analysis is provided in Figure 1.
The droplet area was determined by analyzing the droplet
profile using a camera coupled with image analyzer software
(DROPimage).
The critical micelle concentration (CMC) was determined
with different concentrations of surfactant dissolved in high-
salinity brines, and the corresponding interfacial tension was
estimated accordingly. Dilatational elasticity was estimated
according to a ramp-type perturbation approach previously
presented by Tewes and co-workers.39 The variation of
interfacial pressure after compression of the equilibrated
surface layer of pendant drop (Δπe) is correlated to surface
area variation ( )AA U tAi bi=Δ as a result of mechanical strain to








where Ai is surface area prior to applying the mechanical strain,
Ub the constant velocity of compression during the time (t),
and Ee the equilibrium surface dilatational elasticity. The
nonequilibrium portion of surface pressure variation (Δπne) is
also calculated based upon dissipation of accumulated energy







/πΔ = − τ−
(2)
Details of the calculations are presented in the Supporting
Information (Figure S4).
2.6. Rheological Measurements. The oscillatory shear
stability of bulk foam is examined through stress-controlled
rotational measurements using an Anton-Paar MCR 302
rheometer. The temperature was controlled by a water-
circulating bath (6−40 °C). The setup utilized feed cylinders,
pumps, circulating coolers, and thermal isolators (Figure 2). A
Couette geometry module was used in a pressure cell to study
the viscoelastic behavior of scCO2 foam. Constant (2000 s
−1)
and variable shear rates (2000−100 s−1) were used for static
(stagnant foam in the cell) and dynamic (continues flow of
foam in the cell) measurements at 40 °C and 1350 psi. The
detailed procedure is introduced in the Supporting Informa-
tion.
2.7. Raman Spectroscopy. Raman spectra of lyophilized
powders were determined by using a LabRAM ARAMIS
Raman spectrometer (LabRAM HORIBA Jobin Yvon, Edison,
NJ) with a HeNe laser (λ = 633 nm, power = 17 mW) as an
excitation source. The instrument conditions were 200 μm
Figure 2. Process flow diagram for rheometer setup.
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confocal hole, 150 μm wide entrance slit, 600 g/mm grating,
and 50× long working distance objective Olympus lens. Data
acquisition was performed using LabSPEC 5 (HORIBA Jobin
Yvon). The samples were mounted in a computer-controlled,
high-precision x−y stage. Spectra were acquired over a range of
700−2400 cm−1 with 60 s exposure time and 10 times
accumulation.
The acquired Raman spectra were processed using Matlab
(the MathWorks, Inc., Natick, MA) to smooth the curves
(through binning adjacent data points), to remove digital noise
(through binning adjacent data points), and to remove the
fluorescence background (by subtracting a fifth-order poly-
nomial fit to the original spectrum). Furthermore, contribu-
tions to the spectra from cosmic rays were removed manually
when appropriate. The spectra of mixtures of PECNP and
surfactant (1:9 ratio) were fit with average surfactant and
PECNP spectra using least-squares fitting in a manner similar
to the method described by Shafer-Peltier et al. for modeling of
biological Raman spectra.41
Spectra of dextran sulfate and polyethylenimine were also
collected in the same manner to aid in data interpretation and
peak assignment but were not included in the model. Vectors
representing each fit were created using the MATLAB polyval
function, and residuals of each fit were determined. An average
of three to four spectra were then used (except in the case of
the PECNP:surfactant complex spectra) for further analysis.
2.8. Transmission Electron Microscopy (TEM). The 5
μL samples of solutions of PECNP and PECNP−surfactant
mixture were placed onto a 300 mesh Lacey carbon copper
grid (EMS LC 300 Cu), separately, for 1 min and blotted twice
with a filter paper. The 300 mesh copper grids with PECNP
and PECNP−surfactant mixture were examined using a 200 kV
FEI Tecnai F20 XT field emission transmission electron
microscope at an electron acceleration voltage of 160 kV. TEM
images were captured using a normative and standardized
electron dose on an eucentric specimen stage and a constant
defocus value from the carbon-coated surfaces. Images were
randomly acquired in a size of (1024 × 1024) pixel resolution
at 10 different locations within the grid.
2.9. View Cell, Dynamic Fluid Loss, and Sand Pack
Measurements. The scCO2 foam stability, core fluid loss
properties, and fracture clean up performance were examined
via a high-pressure−high-temperature foam flooding apparatus
utilized with shear loop mixer, sapphire view cell, dynamic fluid
loss, and sand pack modules. The schematic of the system is
presented in Figure 3.
The foam is generated with in-line mixing of scCO2 foam
(40 °C, 1350 psi) and the aqueous solution (surfactant or
PECNP:surfactant solutions) prepared in 33.3 and 66.7 kppm
high-salinity brine with different proportions of PECNP:sur-
factant (1:9, 2:8, 3:7, and 6:4, with 0:10 being the surfactant
solution itself). The foaming liquid is mixed with scCO2, and
the components are directed toward the Swagelok inline mixer
with 7 μm pore size. The generated foam is then directed to
the view cell to measure the foam stability and foam textural
properties. A GoPro camera was set to record the foam height
every minute, and a HAYEAR camera microscope was used to
observe the foam microstructure. After the foam was
established in the view cell, oil was immediately introduced
to the view cell to evaluate the stability of the scCO2 foam in
the presence of crude oil. The generated foam could also be
directed to the fluid loss module embedded with a low
permeability Kentucky sandstone (Table 2) sitting perpendic-
Figure 3. Flow diagram for high-pressure−high-temperature CO2 foam flooding setup with view cell foam stability module, fluid loss, and sand
pack modules. Pathways A, B, and C represent the foam flow through view cell, dynamic fluid loss, and sand pack modules.
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ular to fluid flow to measure the ability of fracturing fluid to
prevent the leak-off in the tight formation.
The volumes of lost gas and liquid through the core and
their corresponding fluid loss coefficients were measured
according to the following equation42
V C t SL w P= + (3)
where VL is the total fluid loss volume (gas and liquid), Cw the
fluid loss coefficient (wall-building coefficient), and Sp the
volume leaked off before any filtration occurred.
The mixture of scCO2 and foaming solution can also be
directed to a pack of low-density, 20/40 mesh size, ceramic
proppant (CARBOECONOPROP provided by Carbo Ce-
ramics Inc.)43 saturated with high-salinity brine (predeter-
mined pore volume) and MLP crude oil. The sequence for the
sand pack experiment includes primary brine flood to measure
the initial pack permeability, oil flood for pack saturation, foam
flood for pack cleanup, and secondary brine flood for final pack
permeability after cleanup. The pressure difference across the
dynamic fluid loss and sand pack is monitored with Validyne
pressure transducers linked to a Gamry data analyzer. The
system contains the left transfer cylinder filled with foaming
solution and right transfer cylinder filled with MLP crude oil
with the properties provided in Table 3.
3. RESULTS
3.1. Particle Size and Zeta Potential Measurements.
The particle size and zeta potential values for a variety of
PECNP:surfactant proportions (1:9, 2:8, 3:7, and 4:6) in 33.3
and 66.7 kppm brine solutions are presented in Figure 4.
For the 33.3 kppm brine system, PEI and DS form PECNPs
within the size range of 132−140 nm with an average zeta
potential of +16 mV (Figure 4a,c) because of an excess of
amine functional groups on the outer layer of the nano-
aggregates resulting in a positive charge (PEI:DS 3:1).
Addition of nanoparticles with the lowest proportion (1:9)
to the surfactant solution enhances the average particulate size,
preventing the fluid loss of the final mixture by bridging the
pores on the surface of the rock matrix.44 Nevertheless, further
addition of PECNP lowers the average particle size because of
precipitation and charge instability45,46 (Figure 4a). Accord-
ingly, PECNP:surfactant with the 1:9, 2:8, and 3:7 ratios
represent the highest positive zeta potential on the surface of
nanoaggregates, and no further stable charge accumulations
were observed for higher proportion of PECNP in the 33.3
kppm brine system because of ionic and charge imbalances on
the PECNP and surfactant coagulates, allowing electrostatic
attractions of opposite charges and electrostatic instabilities.
Considering the combined effect of particle size and charges,
the 1:9 and 2:8 ratios for PECNP:surfactant are the prime
candidates to stabilize the CO2−water lamella and prevent the
fluid loss in 33.3 kppm brine mixtures.
Particle size and potential for ionic mixtures in the 66.7
kppm system are represented in Figure 4b,d. Addition of
PECNP to WLMs directly enhances the particle size and
positive potential. Higher salinity enhances the hydrophilicity
of formed nanoparticles, and it accelerates the aggregation of
PECNPs, and PECNP−surfactant because of weakening of
electrostatic repulsions and higher concentration of divalent
ions.47 As previously reported, the stronger adsorption of
nanoparticles on the lamellae and formation of an electrostatic
dense layer in the lamella results in particles with larger zeta
potentials;30,48 therefore, ratios of 3:7 and 4:6 result in optimal
size and surface charge in the 66.7 kppm high-salinity brine,
and the stable quasi colloidal particles of PECNP and
surfactants (WLMs) can withstand the harsh conditions of
high-salinity brine.
3.2. Foam Stability Measurement. For the initial stage
of stability measurements (Figure S5), the foaming mixture
was mixed with air. The foam height was measured with
respect to time. Zhang and co-workers reported adsorption
and self-assembly of micelles above CMC at the air−water
interface for ionic surfactants forming surface segregation with
hydrophobic and hydrophilic regions thus repartitioning
around the gas−liquid interface.49 The surfactant−water
solubility and nanoparticle compatibility to the ionic interface
helped to create relative stability as the resulting foam remains
stable for at least 100 min when optimum concentrations of
micelles and nanoparticles exist.
Actual foam stability measurements were performed on the
scCO2 mixture with PECNP−surfactant in high-salinity brines.
Figure 5 illustrates the foam stability measurements and the
actual foam formation and degradation inside the sapphire
view cell (Figure 5c). Fine-textured and homogeneous cellular
structures with dominant microcellular texture (∼200−300
μm) were formed with different ratios of PECNP-to-surfactant
solutions. Uniform bubble size and distribution was achieved
with 1:9 and 4:6 portions of PECNP to surfactant (Figure 5d).
Likewise, the longest-lived foam belongs to 1:9 and 4:6
ratios in the 33.3 and 66.7 kppm brines, respectively, as foam
preserves the cellular structure for at least 2 h in the view cell
in these scenarios. The foam half-decay times for different
systems are presented in Table 4. The half-decay time for
PECNP−surfactant (with 1:9 ratio in 33.3 kppm brine) is
more than twice that of 1 wt % surfactant mixed with scCO2.
The half-life shortens when a higher portion of nanoparticle is
used because of lower electrostatic repulsions, as explained in
section 3.1. In contrast, for 66.7 kppm brines, a higher
proportion of nanoparticle to surfactant increases the half-life
dramatically (PECNP:surfactant 4:6 in 66.7 kppm). Recently,
Al-Anssari and co-workers reported that the increased surface
tension caused by increasing salinity can eliminate the
stabilizing influence of nanoparticles at the CO2−brine
interface.50
Bubble rupture and CO2−water lamella drainage occur in a
longer period with lower rate, when PECNP forms ionic
complexes with WLMs resulting in stronger electrostatic
interactions in the lamella, including the plateau border and
lamella border wall. In 66.7 kppm salinity brine, addition of
PECNP to surfactant deteriorates the foam stability to some










1−5 mD 0.18 mD 14% 8000 psi
aData Provided by Kocurek Industries. Reprinted with permission
from ref 3. Copyright 2018 SPE.
Table 3. MLP Crude Oil Properties
oil viscosity (40 °C, 750 s−1) density
Mississippian crude oil 3.88 cP 0.83 g/cm3
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extent because of excessive charge attractions destabilizing the
lamella (section 3.1). However, increasing the PECNP−
surfactant solution ratio (to PECNP of around 40 v/v %)
provides a very stable lamella against lamella drainage, bubble
coalescence, and coarsening.
In foam fracturing, the initial good film stability at initial
stages is necessary; however, the generated foam needs to
degrade when it comes in contact with oil, breaking, as fast
during the flow back, leaving behind a fracture with high
effective conductivity.3 Therefore, an unstable lamella is
required upon introduction of oil to a foaming system. The
foam stability measurements in the presence of oil are shown
in Figure 6, where scCO2 foam made in 33.3 and 66.7 kppm
was exposed to MLP crude oil in a view cell, and the foam
height with respect to time is shown. The most stable foams
presented in Figure 5 (with 1:9 and 4:6 PECNP:surfactant
ratios) are the least stable ones with fastest drainage when the
oil is introduced to the view cell (Figure 6a,b).
As was previously noted, because of low interfacial tension
between CO2 and oil at high pressures, crude oil enters the
original lamella, spreading and accelerating the thinning of
lamella, coarsening the foam, and causing gas bubble
coalescence.51,52 The time frame of the lamella breakage
depends heavily on the interaction of oil with the chemical
components residing in the lamella, in this case, the PECNP−
surfactant complexes in lamella. As WLMs meet the oil
molecules, the oil collapses into an emulsion.25 The PECNP is
also susceptible to degradation as carboxylic acid groups on
MLP crude oil can trigger the secession of coiled PEI-DS
chains and electrostatic desorption of amine functional groups,
resulting in instability of the PECNP−WLMs in the lamella.
Configuration of the oil at the gas−aqueous interface is
another determining factor in oil instability, when the
pseudoemulsion film formed between the oil and the gas is
ruptured and oil spreads at the interface (bridge config-
uration).40 Accordingly, disintegration of the interface is
anticipated because of positive entering and spreading
coefficients previously reported by Xiao et al.53 Table 5
summarizes the entering (E) and spreading (S) coefficients
obtained by interfacial tension measurements using the
underlying equations for calculation as follows:54
E wg ow ogσ σ σ= + − (4)
S wg ow ogσ σ σ= − − (5)
Surface tension between the oil and scCO2 (σog) is
considered a negligible value, because the operating condition
is above the minimum miscibility pressure (MMP) of the MLP
and scCO2 (MMP ≈ 1200 psi). Considering the positive
values of E and S, crude oil is capable of entering the gas−
water interface and spreading on the liquid lamella; therefore,
the weakening of the disjoining pressure by disturbing the
PECNP−surfactant charge distribution and desorption to the
lamella occurs spontaneously.53
3.3. Bulk Rheological Properties. Hydraulic fracturing
fluids experience high shear rates because fluid flows through
the wellbore tubular and the shear rate drops significantly as
the fluid gets into the fracture.25 Therefore, shear rate sweep
Figure 4. Particle size and zeta potential measurements for PECNP and different proportions of PECNP to surfactant in 33.3 and 66.6 kppm brine
systems.
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and static measurement studies help with understanding of the
fluid behavior as fluid flow is mainly affected by flow geometry,
time scale, foam microstructure and stability.55 The rheology
of dry CO2 foam is widely regarded as non-Newtonian.
55,56 To
characterize the non-Newtonian nature of scCO2 foam created
by the PECNP−surfactant mixture, first, the viscosity is
measured at the specific value of shear rate 2000 s−1 (Figure
7). The maximum apparent viscosity trend with time was
observed for scCO2 foam generated with PECNP:surfactant
systems with ratios of 1:9 and 4:6 prepared in 33.3 and 66.7
kppm brines, respectively.
It was previously noted that a high gas volume fraction
above the volume fraction of bulk close-packed spheres can
significantly increase the viscosity.57 The bubble deformation
at constant shear occurs with a slower rate for the most stable
mixtures (1:9 and 4:6), as the surface tension of PECNP at the
interface restores the bubble shape.55 A higher apparent
viscosity indicates the formation of smaller bubble sizes and a
narrower size distribution,58 as a result of monodispersed
ordered structures formed by the ionic PECNP/surfactant
stabilizers in the lamella.59 Higher shear resistivity originates
from the ability of lamella to reverse the deformations as well
as energy storage capacity at the interface controlled by
chemical components at the CO2−water interface.55
The shear thinning behaviors of PECNP−surfactants were
examined with the shear rate sweep test shown in Figure 8.
Shear thinning for WLM at high concentrations entangled with
flexible polymer chains on the nanoparticle surface was
reported to be due to alignment of wormlike chains, which
increases the viscoelasticity of the mixture.25 Wanniarachchi et
al. presented the effect of very low and very high viscosity
fracture propagation and proppant transport.60 Although high
viscosity foam carries the required amount of proppants to the
fracture, it may not be able to penetrate through microfractures
with tiny openings, so the moderate viscosity range (50−250
cP) is recommended.60,61
Shear thinning properties were evaluated through the
laminar flow of incompressible scCO2 foam through a Couette
geometry rheometer, and the results were matched by the
power law model.55,62 The apparent viscosity of the foam was
reduced with increasing shear rate (shear softening with n < 1).
Foam lamella drainage is at its lowest for the highest viscosities
achieved with PECNP:surfactant solutions with 1:9 ratio in
33.3 kppm and 4:6 in 66.7 kppm, respectively. Xue and co-
workers demonstrated the viscous thick lamella’s ability in
“CO2- aqueous phase” to lower the rates of Ostwald ripening,
22
which leads to generation of smaller bubbles.63 The two
Figure 5. Foam stability measurements for scCO2 foam made with a variety of PECNP−surfactant mixtures in (a) 33.3 kppm brine solutions and
(b) 66.7 kppm brine solutions. (c-1) Foam generation and isolation in the view cell; (c-2) foam drainage progress; (c-3) total foam disappearance
and breakage. (d) Foam microstructural view inside the view cell for PECNP:surfactant 1:9 in 33.3 kppm brine. Panels a and b are reprinted with
permission from ref 3. Copyright SPE 2018.
Table 4. Foam Half Decay Time for a Variety of PECNP−
Surfactant Proportionsa





66.7 kppm of system half decay time (min)
surfactant-scCO2 no half time
PECNP:surfactant-scCO2 (4:6) no half time
PECNP:surfactant-scCO2 (3:7) no half time
PECNP:surfactant-scCO2 (2:8) 60
PECNP:surfactant-scCO2 (1:9) 30
aNo half time: No recorded decay to half of the foam height because
of stability of the foam system.
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PECNP−surfactant systems prepared in 33.3 and 66.7 kppm
offer higher apparent viscosity and flow consistency indices
(Table S4) to enhance proppant transport and placement.
Plastic deformation in the bulk fluid shown in Figure 8 is the
result of stress-induced bubble slide, coalescence, and
coarsening, which are controlled by elastic deformation of
the film containing a network of the PECNP−WLMs
nanoparticles in the solidlike interface studied by dilatational
elasticity measurements (section 3.4). The flow consistency
index depicts the highest value for optimal concentrations of
PECNP and WLMs (Table S4); therefore, pressure drops
across the tubular wellbore, and fractures reach their highest
level for optimal values.64
The formation of PECNPs as a result of electrostatic
complexation of PECNP with WLMs helps to stabilize the
water−CO2 lamella by enhancing the viscosity, rigidity, and
electrostatic repulsion among lamellae surfaces.5 In addition to
Ostwald ripening slow down caused by high packing fractions
of WLMs,22 the association of surfactant with nanoparticles
enhances the stability and viscosity of foam lamella even
further.
3.4. Interfacial Tension Analysis and CMC. Figure 9
reveals the CMC calculations for a variety of surfactant
concentrations in 33.3 and 66.7 kppm brine systems according
to the analysis of interfacial tension measurements. The
determined CMCs are 0.059 wt % for 33.3 kppm brine and
Figure 6. Foam stability measurements in the presence of crude oil for variety of PECNP−surfactant mixtures in (a) 33.3 kppm brine solutions and
(b) 66.7 kppm brine solutions. (c-1) Foam generation and isolation in the view cell; (c-2) introduction of the oil; (c-3) foam drainage in the
presence of oil; (c-4) total foam disappearance and oil dominance. Reprinted with permission from ref 3. Copyright SPE 2018.
Table 5. Entering and Spreading Coefficients for PECNP
and Surfactant Mixtures in the Presence of scCO2 and MLP
Crude Oil









brine 33.42 11.47 44.89 21.95
surfactant 1 wt % 6.35 0 6.35 6.35
PECNP 14.97 0.87 15.84 14.1
PECNP:surfactant
(1:9)
6.43 0 6.43 6.43









brine 31.45 9.97 41.42 21.48
surfactant 1 wt % 6.55 0 6.55 6.55
PECNP 15.1 1.7 16.8 13.4
PECNP:surfactant
(4:6)
6.74 0 6.74 6.74
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0.055 wt % for 66.7 kppm brine. The presence of two charges
on the surfactant molecule helps to form the micelles at lower
concentrations.25 Micellar solutions are formed above the
CMC in both 33.3 and 66.7 kppm high-salinity brines. The
zwitterionic surfactant micelles were found to aggregate into
wormlike micelles with self-assembly of surfactant into the
elongated structures;25 thus, WLMs are expected to exist at 1
wt % surfactant in high-salinity brine. It was previously
Figure 7. Viscosity with respect to time for 90% scCO2 foam quality generated using 1:9, 2:8, 3:7, and 4:6 ratios of PECNP:surfactant prepared in
(a) 33.3 kppm and (b) 66.7 kppm brine (static constant shear measurement). Reprinted with permission from ref 3. Copyright SPE 2018.
Figure 8. Viscosity with respect to shear rate of 90% scCO2 foam quality systems prepared using 1:9, 2:8, 3:7, and 4:6 ratios of PECNP:surfactant
in (a) 33.3 kppm and (b) 66.7 kppm brine (static shear sweep measurement). Reprinted with permission from ref 3. Copyright SPE 2018.
Figure 9. Critical micelle concentration for the viscoelastic surfactant at two different brine salinity values: (a) 33.3 kppm and (b) 66.7 kppm.
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reported that salt ions would screen the electric double layer
around the micelles and negatively affect the micellar
assembly;40 however, the ionic activity of zwitterionic
surfactant gives rise to the effective micellar volume fraction.
Therefore, CMC is still achieved at low concentrations.
Interfacial tension analysis results for scCO2 bubbles formed
in 1 wt % surfactant and PECNP in 33.3 and 66.7 kppm brine
systems suggest that the interfacial tension dramatically
declines upon addition of surfactant and PECNP:surfactant
(Figure 10a,b). The very low IFT values of 5.4 and 6.4 mN/
mm were obtained after addition of 1 wt % surfactant and
PECNP:surfactant, with 1:9 ratio, to 33.3 kppm brine because
of interfacial stabilization of scCO2−brine lamella by
improving repulsive forces created using ionic micelles,
wormlike micellar self-assembly with PECNP, and the network
layer formed in the lamella. The IFT decline hits the minimum
value (5.5 mN/mm) in lower concentration of ionic salts (33.3
kppm), whereas at higher concentrations (66.7 kppm), because
of higher presence of ionic interactions and imbalanced forces,
a slightly higher IFT value was detected. Addition of WLMs
further stabilizes the scCO2 lamella because of micellar
branching and intra-aggregate attractions which lower the
perturbations and imbalanced forces at the interface, as
reported by Boury and Tewes.39,65 Polymeric nanoparticles
present in the lamella in conjunction with WLMs form
vesicular nanocapsules in which ionic aggregates reorient from
the bulk phase to the lamella border and form arrays of
stabilized PECNPs lining up on the interface between the
supercritical phase and aqueous phase. While PECNPs do not
necessarily reduce the IFT at the interface, one should note
PECNP−surfactant nanoparticles are not a driving force for
lamella instability and imbalanced forces at the interface;
therefore, the ionic compatibility and stability are preserved.
The dilatational elasticity was measured for RO water,
surfactant, and PECNP in (a) 33.3 kppm and (b) 66.7 kppm
brine according to eq 1) using dynamic interfacial tension
measurements with scCO2 (Figure 11). Dilatational elasticity
represents the surface tension gradient which opposes the film
drainage and provides a more stable film along the CO2−water
interface.40 High values of surface elasticity do not guarantee
the counterbalance of surfactant adsorption and surface
diffusion to surface tension gradient and velocity of film
thinning;40 thus, the surface tension variation at the interface
with respect to area change needs to fall within the allowable
range to oppose the destabilizing forces.65,66
Similar to IFT, the equilibrium surface dilatational elasticity
is significantly lower than RO water and high-salinity brines,
when WLMs and PECNP−WLM mixtures exist in the CO2−
Figure 10. Interfacial tension measured for surfactant and PECNP in (a) 33.3 kppm and (b) 66.7 kppm brine.
Figure 11. Dilatational elasticity measured for RO water and surfactant and PECNP in (a) 33.3 kppm and (b) 66.7 kppm brine according to
interfacial tension analysis.
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water interface (Figure 11). The difference between the
elasticity obtained by WLMs and PECNP−WLM is not
considerable, though addition of PECNP slightly increases the
value as an indication of infinitesimal rigidity added to the
interface, when PECNP−WLMs agglomerates form networks
at the interface, giving rise to lamella elasticity and prolonging
the bubble rupture time.
3.5. Transmission Electron Microscopy. Morphological
representations of nanoparticles and surfactants in high-salinity
brines agree with the light-scattering and Raman spectroscopy
observations presented in sections 3.1 and 3.6. Figure 12 shows
the TEM images for PECNP, 1 wt % surfactants, and
PECNP−surfactant (with 1:9 ratio) prepared in 33.3 kppm
high-salinity brine. Formation of PECNPs as particles made by
electrostatical interaction between PEI and DS is visible in
Figure 12a−c. The size range of PECNPs is consistent with the
predicted values of dynamic light-scattering measurements
(section 3.1). The 1 wt % surfactant solution in the high-
salinity brine exhibits the formation of WLMs as elongated
rodlike surfactant aggregates (Figure 12d−f).
Figure 12. TEM images for PECNP nanoparticle (a−c), 1 wt % surfactant (d−f), and complexes of PECNP:surfactant 1:9 (g−i) prepared in 33.3
kppm high-salinity brine. The semidried mixtures were examined on a copper grid.
Figure 13. Identified bands and corresponding assignments in Raman spectra for 33.3 kppm brine, surfactant, PECNP, and PECNP:surfactant
(1:9) in brine (a) and identification of key Raman band (b) corresponding groups based on the values reported in the literature.68,69
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Initially, nanoparticle agglomerates with WLMs form
ringlike structures. WLMs are formed and coiled in the
presence of nanoparticles starting to merge with the nano-
particle as they cover the outermost layer of a PECNP.
Decoration of micelles on nanoparticles is derived through the
redistribution and direct adsorption of micelles on nano-
particles due to electrostatic attractions between the amine and
sulfonate groups, confirmed by Raman spectroscopy (section
3.6). With time, the PECNP helps to form an elastic layer at
the interface to overcome the foam coarsening as accumulation
of elastic and positively charged hydrophilic particles at the
plateau border hinders liquid drainage. Formation of stable
nanogels in the form of vesicular structures (sphere-to-rod
transition) was previously shown and studied in molecular
dynamic simulations in cetyltrimethylammonium chloride
(CTAC)-functionalized NP self-assembly,25,67 where double-
layer coverage of WLMs on oppositely charged and spherical
nanoparticles induces the self-assembly of nanoparticle−
surfactant in an aqueous medium.
3.6. Raman Spectroscopy. Figure 13 illustrates the
identified characteristic bands in Raman spectra and
corresponding functional groups for the mixtures of PECNP
and 1 wt % surfactant prepared in 33.3 kppm brine.
The PECNP and surfactant spectra share many of the same
bands, corresponding to their backbones and other shared
functional groups. Of special note are the 1014 and 1665 cm−1
bands. The first represents a totally symmetric sulfate
stretching mode associated with the surfactant (present to a
very minor extent in the PECNP spectrum because of the
dextran sulfate used to make the PECNP), while the second
band represents the δN−H in-plane bending generated by the
nitrogen−hydrogen bonds and is unique to the polyehtylenei-
mine. A band around 1654 cm−1 is observed in the brine (and
underlying some of the other spectra) that can be attributed to
the remaining water present in the lyophilized samples.70,71
The 33.3 kppm brine spectrum has a weak band for free sulfate
(SO4
−2) from Na2SO4 centered at 992 cm
−1.72 The chemically
bound sulfate band can be found at 1014 cm−1 in the three
other spectra as that functional group is found in both the
surfactant and the dextran sulfate used to make the PECNPs,
although the relative intensity of this band varies significantly
among the spectra. This observed shift is consistent with
previously reported findings by Wang and co-workers73 about
the noticeable band shift for the SO4
2− band from 992 to 1010
cm−1 in titanium hydroxide complexation with sulfate.
In order to better understand the changes in intensity of the
sulfate signal, especially in the PECNP−surfactant spectrum, a
simple model was developed. Using least-squares fitting, four
PECNP:surfactant 1:9 Raman spectra (collected from different
locations within the lyophilized samples) were fit with average
PECNP and surfactant spectra. The residual of corresponding
fit indicates locations within the spectra where the PECN-
P:surfactant spectrum is not completely explained by the sum
of the components. If the PECNP:surfactant spectrum
represented a mixture, rather than a change in chemistry,
then its residual should represent the noise in the data;
Figure 14. Raman spectra of four PECNP:surfactant 1:9 samples (red) fit with average PECNP and surfactant spectra (black dots) and
corresponding residual (blue).
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however, this is clearly not the case, as shown in Figure 14. In
each residual, the sulfate band at 1014 cm−1 stands out as
significantly different, indicating that complexation between
the PECNP and the surfactant occurs and that the complex
itself has a unique Raman signature (possibly because of a
change in chemical environment of the key functional groups).
The strength of the sulfate band varies between samples;
however, as the complexes are not homogeneous, this should
not be a surprise. There are other minor changes to peaks
within the Raman spectrum, particularly at 1144 cm−1,
indicating that the changes due to complexation are not
confined to the polyatomic anions.
Taken together, the IR spectra (Figure S2) and Raman data
indicate the surfactant structure resembles the amidopropyl
hydroxysultaine with a long hydrophobic tail, sulfonate, and
quaternary ammonium pendant groups. The main functional
groups are quaternary and secondary amines as well as pendant
hydroxide groups, amide, and sulfonate (R-SO3
−). The
combination of ammonium and sulfonate offers a zwitterionic
surfactant with both cationic and anionic charge head groups
Figure 15. Total fluid loss (gas and liquid) and fluid loss coefficient for the mixtures prepared in (a) 33.3 kppm and (b) 66.7 kppm high-salinity
brines.
Figure 16. Foam pressure drop and saturation profile for scCO2 foams generated by surfactant and PECNP−surfactants in high-salinity brine. (a)
Pressure drop profile for foam flood inside the oil saturated sand pack in 33.3 kppm brine (b) Pressure drop profile for foam flood inside the oil
saturated sand pack in 66.7 kppm brine (c) Oil saturation in sand pack after oil flood and foam flood for cleanup in 33.3 kppm brine (d) Oil
saturation in sand pack after oil flood and foam flood for cleanup.
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capable of conjunction with PECNP in scCO2 lamella
interface.
3.7. Dynamic Fluid Loss. It is critical to control the leak-
off rate of fracturing fluids to reduce pumping cost and to
ensure the mechanical integrity of the formation. Production
from horizontal wells in tight reservoirs requires high internal
fracture conductivity because conductivity provides a path to
accommodate high-velocity hydrocarbon flow.74 Fluid loss
coefficients were measured with the setup presented in Figure
3 for the scCO2 foams prepared with highest apparent and
dynamic viscosities (1:9 ratio and 4:6 ratio of PECNP:surfac-
tant in 33.3 and 66.7 kppm brine systems, respectively), and
the results are shown in Figure 15.
The initial and final permeabilities of a Kentucky sandstone
tight core exposed to the flow of scCO2 foam with PECNP−
surfactant remained constant (0.18 mD), revealing minimal
pore throat plugging and damage to the core as a result of core
exposure to the fracturing fluid. The fluid loss volume and fluid
loss coefficients were significantly lowered when PECNP−
surfactant was used as the aqueous component of the foaming
solution as compared to surfactant alone, resulting in a reduced
leaked volume in the tight core and enhanced fracture
properties. The fluid loss coefficient is a function of core
permeability, surfactant/PECNP concentration, and temper-
ature.75 Furthermore, it was previously reported that higher
foam quality provides higher viscosity and reduced leak-off.76
Efficient merge of WLMs to PECNPs resulted in the formation
of nanoparticles performing as fluid loss additives during the
injection of the foam solutions. The results were consistent
with rheological measurements where PECNP−surfactant
systems prepared in 33.3 and 66.7 kppm brine exhibited the
highest viscosities over the shear thinning period. It was
previously argued that osmotic pressure, which leads to the
foam’s tendency to retain water, prevents the water leak-off to
the formation;77 thus, it can be concluded that PECNP−
WLMs enhance the proppant carrying capability of scCO2
foam while lowering the water usage.
3.8. Sand Pack Measurements. The detailed flooding
scenarios and mobility features in the sand pack experiment are
indicated in Table S6. The permeability of the pack after an
initial brine flood with 33.3 and 66.7 kppm brine varies
between 144 and 170 D; on the basis of Darcy’s law, the value
represents a high-permeability porous pack (Supporting
Information). The apparent viscosity of fracturing fluid in





where k is permeability of the fluid inside the pack, ΔP the
pressure difference between the two ends of the pack, A the
cross-sectional area of the pack, Q the volumetric flow rate of
fracturing fluid flow in the pack column, and L the pack length.
Accordingly, the apparent viscosity is obtained, and the results
are shown in Table S6. Upon oil saturation, 10 pore volumes of
crude oil was flooded to completely saturate the pack. The
efficiency of the oil flood varied between 84 and 100%.
Consequently, the scCO2 foam was flooded to clean up the oil-
saturated pack. Foam breakthrough occurred at 5.9 and 5.35
PV of foam flood for 33.3 and 66.7 kppm brines, respectively,
representing a better oil cleanup and sweep efficiency for 33.3
kppm salinity scCO2 foams as a result of the foam half decay
time and higher viscosity shown in Tables 4 and S4.
The pressure drop is recorded during the propagation of oil
or scCO2 foam through the sand pack. Figure 16a,b exhibits
the magnitude of the pressure drop with respect to time of
foam flood. Relative stability, propagation, and performance of
the scCO2 foam in the pack helped to effectively mobilize and
recover the crude oil in the fractured reservoirs. Accordingly,
large effective viscosities and sufficient mobility control for
PECNP−surfactant enhanced scCO2 foam are concluded.
The saturation of oil and water phase in the pack after the oil
flood is calculated from the following sets of equations:
S
V V V V
PVo1




S S1w1 o1= − (8)
where So1 is the oil saturation in the pack, Voi the injected
volume of oil through the lines and pack, and Voc the collected
volume of oil in the outlet after the oil flood. VP1 and VP2 are
spurt volumes of inlet and outlet lines connected to the pack.
Sw1 is the remaining saturation of aqueous phase in the pack.
PV is pore volume of ceramic proppants in the pack. Likewise,
the saturation of oil and water phase in the pack after the foam








S S1w2 o2= − (10)
where So2 and Vocf are the oil saturation and collected oil
volume.
The oil saturation is measured before and after foam flood
with 1 wt % surfactant, and PECNP−surfactant enhanced
scCO2 foam is shown in Figure 16c,d. The initial oil saturation
varies between 0.84 and 1 depending on the available pore
volume and packing efficiency. The secondary oil saturation
drops to lower values after the surfactant foam flood is
performed, indicating the capability of the foam to clean up the
pack. Efficiency of the cleanup improves with 1:9 and 4:6
PECNP−surfactant scCO2 foam as oil saturation drops by 85
to 92% in 33.3 kppm systems (Figure 16c) and by 69 to 86%
in 66.7 kppm systems (Figure 16d). The results are consistent
with the apparent and shear viscosities presented in Figures 7
and 8 where 1:9 and 4:6 ratios exhibit the capacity for cleanup
and oil improvement of sweep efficiency. It is concluded that
enhanced viscosity as a result of bulk foam stability using
PECNP−surfactant improves the dynamics of foam flow in
porous media.
4. CONCLUSIONS
Herein, we reported the results of a responsive scCO2 foam
which combines improved viscosity and stability to carry
proppants as well as instability in the presence of the oil phase,
resulting in rapid degradation upon contact. A novel mixture
containing PECNP−surfactant in high-salinity brine was
successfully prepared to enhance scCO2 foam, reduce
formation damage, and improve cleanup properties during
the hydraulic fracturing process. The major conclusions can be
summarized as follows:
(1) The presented mixture overcomes the traditional issues
of water-based foam liquids such as foam instability at high
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temperature and pressure and formation damage due to high
water content. It offers a perfect compatibility of scCO2 with
high-salinity produced waters (divalent ions) up to 67 kppm
TDS (higher than sea level) to minimize the amount of fresh
water use and produced water disposal in the hydraulic
fracturing process, helping to create a sustainable process of oil
recovery from tight shale formations and to store large volumes
of CO2 from the atmosphere.
(2) Minimum polyelectrolyte and surfactant concentrations
are required for effective performance with the recommended
PECNP−surfactant mixture. A zwitterionic surfactant resistant
to high temperatures, compatible with high-salinity brine and
charged nanoparticles, was employed to interact with PECNPs
electrostatically. The mixture lowers the surface tension of
scCO2 bubbles up to 74% in 33.3 kppm and 93% in 66.7 kppm
high-salinity brines.
(3) The formation of vesicular complexes as a result of
electrostatic complexation of PECNP with WLMs was visually
identified with TEM images and confirmed with Raman
spectroscopic results. The ionic complexes are capable of
stabilizing the water−CO2 lamella by enhancing the viscosity
(rheometry), rigidity (dilatational elasticity), and electrostatic
repulsion (zeta potential measurements) among lamellae
surfaces. A least-squares fitting algorithm as morphological
model proved the synergistic complexation between PECNP
and surfactant based on fitting analysis on acquired Raman
spectra from ionic mixtures. The underlying mechanism was
identified as electrostatic rearrangement of WLMs along the
structure of PECNP to form electrostatically bonded layers
with nanoparticles and create a stable complex.
(4) The stability of scCO2 bubbles is improved through the
formation of electrostatically enhanced bubbles containing the
aggregates of PECNP−surfactant. The foam stability drastically
improved in the view cell test as optimum mixtures presented
longer foam lifetime. PECNP−surfactant mixtures represent a
new prospect for stabilizing the bubble film in a high-salinity
environment and the tailoring of the lamella repulsive forces
through addition of different PECNP-to-surfactant ratios to
overcome the lamella drainage and film thinning.
(5) Fluid loss commonly occurring in the fracturing process
can be controlled using the presented PECNP−surfactant
scCO2 foam. Fluid loss volume and fluid loss coefficients for
CO2 and water were lowered up to 86 and 78%, respectively,
by employing PECNP−surfactant resulting in lower formation
damage.
(6) Rapid and easy cleanup is offered by PECNP−surfactant
scCO2 foam when the high pressure drop and decline in oil
saturation were detected in sand pack tests.
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■ ABBREVIATIONS
scCO2 = supercritical CO2
CCUS = carbon capture utilization and storage
VES = viscoelastic surfactant
WLM = wormlike micelle
PEI = polyethylenimine
DS = dextran sulfate
PECNP = polyelectrolyte complex nanoparticle
MLP = Mississippian limestone play
RO−DI water = reverse osmosis and deionized water
CMC = critical micelle concentration
FTIR = Fourier transform infrared spectroscopy
MMP = minimum miscibility pressure
TEM = transmission electron microscopy
IFT = interfacial tension
TDS = total dissolved solids
■ NOMENCLATURE
ϕ = gas volume fraction
Δπe = equilibrium part of surface pressure variation (mN/
m)
Δπne = nonequilibrium part of surface pressure variation
(mN/m)
Ee = equilibrium surface dilatational elasticity (mN/m)
Ub = velocity of compression (m/s)
Ai = initial surface area (m
2)
t = time (s, min)
τ = relaxation time (s)
VL = fluid loss volume (cm
3)
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CW = fluid loss coefficient (ft/min
1/2)
SP = spurt volume (cm
3)
σwg = water−gas surface tension (mN/m)
σow = oil−water surface tension (mN/m)
σog = oil−gas surface tension (mN/m)
E = entering coefficient (mN/m)
S = spreading (mN/m)
μapp = apparent viscosity of fluids (cP)
ΔP = pressure difference between the two ends of the pack
(psi)
A = cross section area of the pack (cm2)
Q = volumetric flow rate of fracturing fluid flow (cm3/s)
L = pack length (cm)
PV = pore volume (cm3)
k = permeability (D)
So = saturation of oil in the pack
Sw = saturation of water in the pack
VO = volume of oil in the pack (cm
3)
Vp1 = volume of inlet lines to the pack (cm
3)
Vp2 = volume of lines in outlet of the pack (cm
3)
Voc = collected volume of oil in the outlet after oil flood
(cm3)
Vocf = collected volume of oil in the outlet after foam flood
(cm3)
K = flow consistency index (Pa·Sn)
n = flow behavior index
η = viscosity (cP)
γ̇ = shear rate (s−1)
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